
 1 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 2 

Welcome to DIETRICH PERFORMANCE AIRCRAFT 

 

I would like to personally Thank you for purchasing a DIETRICH PERFORMANCE 

75cc Extra 260. It is my goal to provide you with a high quality performance aircraft. We 

thrive on building the lightest and best flying airplanes in the world today. 

 

I have spent many hours of research and development on my products. I want to assure 

you that your aircraft is produced by quality minded people that strive to bring you the 

best aircraft in the industry. I know you will find this a very precise aircraft and a pure 

pleasure to fly. This model excels in precision aerobatics, 3-D and IMAC. It is very stable 

and predictable and will  award you with the ability to reach your flying goals. 

 

If  you follow this manual you will be rewarded with an airplane you will be proud of. If 

you have any problems along the way please feel free to call or e-mail us at any time. 

Please read through the entire manual before you begin the assembly of your new 75cc 

Extra 260. 

 

 

Thank you 

 

Kevin Dietrich / President 

 

Contact information 

 

Phone (720) 940-9759 

Fax 303-340-2490 

E-mail dietrichaircraft@hotmail.com 

www.dietrichaircraft.com 
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DIETRICH PERFORMANCE AIRCRAFT has taken great care in both the design and 

manufacturing of the 75cc Extra 260 FA, to allow for the strongest and lightest 

construction possible. Only the highest quality Materials from the covering, paint, wood 

and hardware have been used in the construction of this model. This is a very high 

performance aircraft. The airframe is designed to be very light weight and perform 

precision and freestyle aerobatics that are second to none. We have spent many hours 

developing this airframe for the pilot who desires a light weight high performance, 

competition model.  

 

 

DIETRICH PERFORMANCE AIRCRAFT has no control over final assembly or 

materials used in final assembly. No liability shall be assumed or accepted for any 

damage resulting from the user assembled product. By the act of using the assembled 

product, the user accepts all resulting liability. 

 

If the purchaser or designated person flying this aircraft is not prepared to accept all 

liability associated with the use of this product, the purchaser is advised to return this kit 

immediately in new and unused condition to place of purchase. 

 

This product is sold as is and the purchaser accepts any and all responsibility for 

structural or mechanical failures. Due to the stresses that are associated with extreme 

aerobatic flight there is no warranty provided and DIETRICH PERFORMANCE 

AIRCRAFT can not be held accountable. 

 

WARNING. 

This is not a toy. If not properly used it can cause serious injury or death. Fly only in 

open areas, and AMA (Academy of Model Aeronautics) approved flying sites. Follow all 

instructions included with your plane, radio, and engine. We can not guarantee the 

performance of your completed model and no representations are implied as to the 

performance or safety of your model. Purchaser accepts all liabilities.  

 

 

RESTOCK FEE: 

If the purchaser decides to return this product for any reason the purchaser will be subject 

to a 15% restocking fee. This is simply to cover our costs. Freight charges are purchaserôs 

responsibility and can not be refunded. 
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SPECIFICATIONS  

 

Wingspan   96ò 

Length   86ò tip of rudder to front of cowl 

Wing area   1700 sq. inches 

Weight   20 to 22 pounds 

Engine   75 TO 85cc  

 

Additional equipment 

 

Radio 8 channel recommended 

2 Elevator servos 180 ounce minimum 

2 Aileron servos 220 ounce minimum 

1 Rudder servo 333 ounce minimum 

1 Throttle servo 

Battery pack 6.0 volt 1700 to 2400 mha. 

PCM receiver required 

 

Servo extensions required 

Ailerons: 2 x 12ò 

Elevators 2 x 48ò 

Switches to receivers 2 x 12ò 

Rudder: None required 

Throttle: Depends on location 

 

Radio switches: 1 for receiver and 1 for ignition. 
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GETTING STARTED  
 

 

1. Remove the aircraft from the boxes and inspect for any damage. If you have any damage it 

must be reported to the freight company immediately. DIETRICH PERFORMANCE 

AIRCRAFT is not responsible for any shipping damages. Therefore you must contact the 

carrier. We will assist you in any way possible to repair or replace any and all damage that 

may occur. We will work with you and the freight company to resolve any issues that may 

occur. However a claim must be filed before we can begin the process. 

 

2. Before you begin the assembly of your model it is very important to re shrink the covering 

(Fuselage, Wings, Stabs and Rudder). Due to differences in humidity the process is a must. 

The preferred method is to use an iron with a sock. You should never use a heat gun on the 

areas that have stripes involved. These areas must be done with an iron to prevent the 

covering from pulling apart at the seams. We generally never use a heat gun. You can poke 

small holes in the covering to allow trapped air to escape. A xacto knife works best for this. It 

Proceed carefully and slowly. 

 

 

  

  

  

 

 

 

 

 

 

 
3. After shrinking the covering of your model remove the covering from these locations. Wing 

tube, stab tube, anti rotation pins and servo wire access locations. Remove the covering with 

a xacto knife and then use a soldering iron for final finish. 
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4. Install the main landing gear onto the fuselage. The landing gear has been pre installed and 

removed. Remove covering from landing gear holes and reinstall the landing gear. Use the 

supplied 4mm x 16mm bolts provided in parts bag #10. Metric Allen wrenches are provided. 

Use blue lock tite on the main landing gear bolts. The main landing gear is installed with the 

gear angle toward the rear of the fuselage. 
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5.  Slide Landing gear cuffs onto fuse and secure with 3mm x 12mm bolts provided in parts bag 

# 10.  

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

6. Install Axles onto landing gear. Parts bag # 10. Wheels collars will be installed later.  

 

 

 

 

 

 

 

  

 

 

 

 

  

 

  


